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FORESTRY TRAILER TAJFUN

HYDRAULIC CRANE TAJFUN

DOT 50K

at 210 bar
GO 22 kg 1205 935 745 585

GO-026X kg 1145 875 685 525
with GR-463

m 4 5 6 7 8 8,6

DOT 50ZK

at  210 bar
GO 22 kg 1125 877 680 530 435 395

GO-026X kg 1065 817 620 470 375 335
with GR-463

DOT 50K at 210 bar kg 1330 1060 870 710
m 4 5 6 7 8 8,6

DOT 50ZK at 210 bar kg 1250 1002 805 655 560 520

ADVANTAGES OF HYDRAULIC CRANE DOT 50ZK

•	 Two stage telescope with integrated hydraulic hoses in cranes arm

•	 Oil reservoir, integrated into the base

•	   The possibility of fixed tractor mounting (three-point coupling) or  forestry trailer mounting

•	 Patented ZK mechanism

DOT 50ZK

DOT 50K

DOT 50K

DOT 50ZK



GAP 110 FORESTRY TRAILER GAP 140
11000 kg Gross weight 14000 kg

~ 8630 kg Load Capacity (without crane) ~11490 kg

400/60-R15,5/14PR Tires 500/50-R17/14PR

200 x 100 x 6 Base frame / Chassis in mm 200 x 100 x 8

5 Pairs Arms 5 Pairs

1420 mm Total height of arms 1420 mm

~ 90 / 72 / 9 mm Arm diameter external / internal / thickness ~ 90 / 72 / 9 mm 

2,3 m² Load area 2,5 m²

~ 3995 - 4995 mm Length of loading area; 
Standard loading area extension ~ 3995 - 4995 mm

450 - 560 mm Ground clearance at the steering joint 450 - 560 mm 

~ 6400 - 7150 x 2175 mm Length x width; Standard loading area extension 
(With standard tires) ~ 6400 - 7150 x 2375 mm 

Hydraulic brakes on all 4 wheels Brake Hydraulic brakes on all 4 wheels

Hydr. steering 2x cylinders Steering Hydr. steering 2x cylinders

+/- 40° Drawbar angle +/- 40°

~ 2370 kg Own weight ~ 2510 kg

Max. 210 bar Working pressure Max. 210 bar

DOT 50K HYDRAULIC CRANE DOT 50ZK
52 kNm Net lifting torque 50 kNm

66 kNm Gross lifting torque 68 kNm

390 ° Slewing angle 350 °

40 l/min  Pump capacity (recommended 300-350 min-1) 40 l/min 

68 l/min Pump capacity (Max. 540 min-1) 65 l/min 

210 bar Working pressure 210 bar

7025 mm Max. reach 8600 mm

19 kNm Net slewing torque 19 kNm

1800 mm Telescopic boom length 3200 mm

780 kg Crane without underframe and control 1100 kg

365 kg Underframe 450 kg

135 kg Grapple with rotator ( GO 22 standard equipment) 135 kg

194 kg Grapple with rotator ( GO-026X optional equipment) 194 kg

Control options

Electro-proportional
control with 2 joysticks

Scanreco radio remote
control

Mechanical control Mechanical control with 2
electric ON-OFF valves

GAP 110 A= Loading volume at GAP 140

9,4 m3 * 4,1 m log length 10,3 m3

11,7 m3 * 5,1 m log length 12,8 m3

14,0 m3 * 6,1 m log length 15,3 m3

Max. reach DOT 50ZK = 8600 mm
Max. reach DOT 50ZK = 8900 mm; DOT 50K = 7025 mm


